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(e) Inspection of all fuel system; 
(f) Operational test of all valves in 

fuel lines by operating locally and at 
remote operating positions; 

(g) Operational test of all overboard 
discharge and intake valves and water-
tight bulkhead pipe penetration valves; 

(h) Operational test of the means pro-
vided for pumping bilges; and 

(i) Test of machinery alarms includ-
ing bilge high level alarms. 

§ 176.806 Electrical. 
At each initial and subsequent in-

spection for certification of a vessel, 
the owner or managing operator shall 
be prepared to conduct tests and have 
the vessel ready for inspection of elec-
trical equipment and systems, includ-
ing the following: 

(a) Inspection of all cable as far as 
practicable without undue disturbance 
of the cable or electrical apparatus; 

(b) Test of circuit breakers by man-
ual operation; 

(c) Inspection of fuses including en-
suring the ratings of fuses are suitable 
for the service intended; 

(d) Inspection of rotating electrical 
machinery essential to the routine op-
eration of the vessel; 

(e) Inspection of all generators, mo-
tors, lighting fixtures and circuit inter-
rupting devices located in spaces or 
areas that may contain flammable va-
pors; 

(f) Inspection of batteries for condi-
tion and security of stowage; 

(g) Operational test of electrical ap-
paratus, which operates as part of or in 
conjunction with a fire detection or 
alarms system installed on board the 
vessel, by simulating, as closely as 
practicable, the actual operation in 
case of fire; and 

(h) Operational test of all emergency 
electrical systems. 

§ 176.808 Lifesaving 
(a) At each initial and subsequent in-

spection for certification of a vessel, 
the owner or managing operator shall 
be prepared to conduct tests and have 
the vessel ready for inspection of life-
saving equipment and systems, includ-
ing the following: 

(1) Tests of each rescue boat and each 
rescue boat launching appliance and 
survival craft launching appliance in 

accordance with § 185.520 of this chap-
ter; 

(2) Inspection of each lifejacket, 
work vest, and marine buoyant device; 

(3) If used, inspection of the pas-
senger safety orientation cards or pam-
phlets allowed by § 185.506(b)(2) of this 
chapter; 

(4) Inspection of each inflatable life-
raft, inflatable buoyant apparatus, and 
inflatable lifejacket to determine that 
it has been serviced as required by 
§ 185.730 of this chapter; and 

(5) Inspection of each hydrostatic re-
lease unit to determine that it is in 
compliance with the servicing and 
usage requirements of § 185.740 of this 
chapter. 

(b) Each item of lifesaving equipment 
determined by the marine inspector to 
not be in serviceable condition must be 
repaired or replaced. 

(c) Each item of lifesaving equipment 
with an expiration date on it must be 
replaced if the expiration date has 
passed. 

(d) The owner or managing operator 
shall destroy, in the presence of the 
marine inspector, each lifejacket, 
other personal floatation device, and 
other lifesaving device found to be de-
fective and incapable of repair. 

(e) At each initial and subsequent in-
spection for certification of a vessel, 
the vessel must be equipped with an 
adult size lifejacket for each person au-
thorized. The vessel must also be 
equipped with child size lifejackets 
equal to at least: 

(1) 10 percent of the maximum num-
ber of passengers permitted to be car-
ried unless children are prohibited 
from being carried aboard the vessel; or 

(2) 5 percent of the maximum number 
of passengers permitted to be carried if 
all extended size lifejackets are pro-
vided. 

(f) Lifejackets, work vests, and ma-
rine buoyant devices may be marked 
with the date and marine inspection 
zone to indicate that they have been 
inspected and found to be in service-
able condition by a marine inspector. 

(g) At each initial and subsequent in-
spection for certification, the marine 
inspector may require that an abandon 
ship or man overboard drill be held 

VerDate Aug<31>2005 08:09 Nov 12, 2008 Jkt 214194 PO 00000 Frm 00231 Fmt 8010 Sfmt 8010 Y:\SGML\214194.XXX 214194eb
en

th
al

l o
n 

P
R

O
D

1P
C

60
 w

ith
 C

F
R


